Left Front

Tie Rod to Hub Nut (1)

Tie Rod Lock Nut (1)

Strut to Hub Bolts (2)

Ball Joint to Hub Nut (1)

Sway Bar Link Nuts (2)

Ball Joint to Control Arm (2 nuts 1 bolt)
Control Arm to Subframe (2 Bolts)
Brake Flex Line to Strut (1 bolt)
Subframe to Body (2 bolts)

Axle Nut

Left Rear

Upper Control Arm Bolt

Sway Bar Links (2 nuts)

Lower Shock Bolt

Trailing Arm at Hub

Toe Bolt at Lower Control Arm
Lower Control Arm at Subframe
Upper Control Arm at Subframe
Subframe to Body (14+19mm)
Trailing Arm to Body (3 bolts)

Camber Adjustment Nuts on Upper Control Arm

Back of Bearing Hub (4 bolts)
Caliper Bolts

Nut and Bolt Check

Right Front

Tie Rod To Hub Nut (1)

Tie Rod Lock Nut (1)

Strut to Hub Bolts (2)

Ball Joint to Hub Nut (1)

Sway Bar Link Nuts (2)

Ball Joint to Control Arm (2 nuts 1 bolt)
Control Arm to Subframe (2 Bolts)
Brake Flex Line to Strut (1 bolt)
Subframe to Body (2 bolts)

Axle Nut

Right Rear

Upper Control Arm Bolt

Sway Bar Links (2 nuts)

Lower Shock Bolt

Trailing Arm at Hub

Toe Bolt at Lower Control Arm
Lower Control Arm at Subframe
Upper Control Arm at Subframe
Subframe to Body (14+19mm)
Trailing Arm to Body (3 bolts)

Camber Adjustment Nuts on Upper Control Arm

Back of Bearing Hub (4 bolts)
Calliper Bolts




Engine Bay Seat

Strut Nuts (3 per side) Front Lower (2 bolts)
Passenger Engine Mount Bolts at Body (2) Bar Clamps (4 nuts)
Passenger Engine Mount at Engine (2 nuts 1 bolt) Seat Back Brace (2 bolts)

Rear Floor (2 bolts)

Trunk
Top Strut Nuts (3 per side)




